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1
CHARGING SYSTEM FOR ELECTRONIC
DEVICE

BACKGROUND

1. Field

Embodiments may relate to a charging system for alterna-
tive energy sources (or alternative power sources).

2. Background

There may be a desire to boost performance and utility of
mobile devices (or electronic devices) by extending their
battery life. A charging system may be used to provide power
to the mobile device.

BRIEF DESCRIPTION OF THE DRAWINGS

Arrangements and embodiments may be described in
detail with reference to the following drawings in which like
reference numerals refer to like elements and wherein:

FIG. 1 is a diagram of a charging system and an electronic
device according to an example arrangement;

FIG. 2 is a diagram of a charging system and an electronic
device according to an example embodiment;

FIG. 3 is a circuit diagram of a power stage switching
circuit according to an example embodiment; and

FIG. 4 is a flowchart of an algorithm for a charging system
according to an example embodiment.

DETAILED DESCRIPTION

In the following detailed description, like numerals and
characters may be used to designate identical, corresponding
and/or similar components in differing figure drawings. Fur-
ther, in the detailed description to follow, example sizes/
models/values/ranges may be given although embodiments
are not limited to the same. Where specific details are set forth
in order to describe example embodiments, it should be
apparent to one skilled in the art that embodiments may be
practiced without these specific details.

An electronic device (or mobile device) may utilize an
alternative power source (or a harvested energy) in order to
power the electronic device. However, the alternative power
source (or harvested energy) may be an unstable voltage
supply. That is, an output voltage from a harvester (or other
device) may vary widely. For example, the output voltage of
a solar panel may range from a zero voltage to a large open
circuit voltage.

A voltage supply with such a wide voltage variation may
not be directly applied to a mobile device (or any other elec-
tronic device) since the device may be designed to operate
based on a stable (or regulated) voltage supply. In order to
maintain a constant voltage supply, a voltage regulator (VR)
may be utilized. For example, a direct current/direct current
(DC/DC) voltage regulator may be provided in a power deliv-
ery path in order to stabilize the output voltage. However, the
DC/DC regulator inserted in the power delivery path may be
at a high cost and result in power loss or low efficiency in
power delivery.

FIG. 1 shows a charging system and an electronic device
according to an example arrangement. Other arrangements
may also be provided.

More specifically, FIG. 1 shows a charging system 10 that
includes components to charge an electronic device 50 by
using an alternative power source 20 (or alternative energy
source). The charging system 10 is shown in FIG. 1 as being
external to the electronic device 50. However, the charging
system 10 may be part of the electronic device 50.
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The electronic device 50 may be any one of a mobile
terminal, a mobile device, a mobile computing platform, a
mobile platform, a laptop computer, a tablet, an ultra-mobile
personal computer, a mobile Internet device, a smartphone, a
personal digital assistant, a display device, a television (TV),
etc.

The alternative power source 20 may be any one of a solar
energy source, a mechanical energy source (such as via
wind), a photovoltaic energy source, a thermal energy source,
a radio frequency (RF) energy source, a vibration energy
source, a biomechanical energy source, a fuel cell and/or any
other power source.

The alternative power source 20 may provide power (or
energy) to the charging system 10. As one example, the alter-
native power source 20 may provide an input power (or input
energy) to a Maximum Power Point Tracking (MPPT) device
30. The MPPT device 30 may be a device to dynamically tune
an output impedance of the connected power source (or
energy source) so that output power of the power source is
optimal and/or a maximum available power (from a har-
vester) is outputted and delivered to a load.

The MPPT device 30 may provide a power supply (or an
output voltage) to a voltage regulator 40 based at least in part
on the power provided by the alternative power source 20.
The voltage regulator 40 may provide a regulator output
voltage to the electronic device 50 based at least in part on the
requirement of input voltage of a connected battery charger
52.Node A may be anode corresponding to the output voltage
of the MPPT device 30 and/or corresponding to an input
voltage to the voltage regulator 40. Node B may be a node
corresponding to the output voltage of the voltage regulator
40 and/or corresponding to an input voltage of the electronic
device 50.

The electronic device 50 may include the battery charger
52 to receive an input voltage (or power) from the voltage
regulator 40. The battery charger 52 may provide an output
voltage to a voltage regulator 54. The voltage regulator 54 (of
the electronic device 50) may provide an output voltage to a
load 56. The voltage regulator 54 may provide a regulated
output voltage for the load 56. As one example, the load 56
may be a display device.

The battery charger 52 may also (or alternatively) provide
an output voltage to a battery 58 (provided at the electronic
device 50). The battery 58 may be charged by the voltage
received from the battery charger 52. The battery charger 52
may provide an output voltage to either the load 56 (via a
voltage regulator 54) or the battery 58.

FIG. 1 shows the use of an alternative power source (or
alternative energy source). As stated above, power received
and the supply output voltage from an alternative power
source may not be stable or proper. As one example, the
output voltage (at node A) of the MPPT device 30 may be less
than 4.0 volts. However, without a voltage regulator, the input
voltage (at node B) of the battery charger 52 may be required
to be within a voltage of 4.5 volts to 6.2 volts in order to
operate properly. Therefore and as shown in FIG. 1, the volt-
age regulator 40 may be inserted between the MPPT device
30 and the battery charger 52. The voltage regulator 40 may
provide a proper and regulated output voltage to the elec-
tronic device 50. However, it may be undesirable to insert the
voltage regulator 40 due to the induced power losses and the
cost and associated real estate, especially in view of applica-
tions of an alternative power source.

FIG. 2 is a diagram of a charging system and an electronic
device according to an example embodiment. Other embodi-
ments and configurations are also within the scope of the
present invention.
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More specifically, FIG. 2 shows a charging system 60 that
includes components to charge the electronic device 50 (such
as a mobile terminal) by using the alternative power source
20. The charging system 60 is shown in FIG. 2 as being
external to the electronic device 50. However, the charging
system 60 may be part of the electronic device 50.

As shown in FIG. 2, the charging system 60 may avoid
providing the voltage regulator 40 between the alternative
power source 20 and the electronic device 50, such as shown
in FIG. 1.

The charging system 60 may include a power stage switch-
ing circuit 70 (or a switching circuit) and a MPPT searching
algorithm device 80 (or an algorithm device). The power
stage switching circuit 70 may also be called a switching
device.

The charging system 60 may provide power to the elec-
tronic device 50 based on power (or energy) received from the
alternative power source 20.

The charging system 60 (FIG. 2) may utilize or leverage
inherent characteristics of a power harvester and MPPT cir-
cuitry, and may apply intelligence of a control algorithm to
simultaneously achieve both maximum power tracking and
voltage control. This may enable system performance with-
out requiring an extra voltage regulator within the charging
system 60, thereby increasing an overall power transfer effi-
ciency and lowering the cost.

In FIG. 2, Node C may be a node corresponding to an
output voltage of the alternative power source 20 (and/or an
input voltage to the charging system 60). Node D may be a
node corresponding to an input voltage of the electronic
device 50 (and/or an output voltage from the charging system
60).

The power stage switching circuit 70 may be provided
between Node C and Node D. The MPPT searching algorithm
device 80 may also be provided between Node C and Node D.

The power stage switching circuit 70 may be a buck-boost
DC/DC voltage conversion device that increases or decreases
aninput voltage (at Node C) to provide a stable output voltage
(at Node D). The power stage switching circuit 70 may pro-
vide a power path from the alternative power source 20 to the
electronic device 50. The power stage switching circuit 70
may include power switches, driving circuits, and/or power
components (such as inductors or capacitors). Operation of
the power stage switching circuit 70 may be controlled by the
MPPT searching algorithm device 80. An embodiment of the
power stage switching circuit 70 may be described below
with respect to FIG. 3.

The MPPT searching algorithm device 80 may include a
microcontroller (or controller) that executes a program (such
as an algorithm) to control the power stage switching circuit
70. An embodiment of the algorithm may be described below
with respect to FIG. 4.

Based at least in part on execution of the algorithm, the
MPPT searching algorithm device 80 may provide a control
signal S . to the power stage switching circuit 70. The control
signal S . may control operations of the power stage switching
circuit 70. The control signal S may increase or decrease the
output voltage (at Node D).

A sensed output power P, of the alternative power source
20 (at Node C) may be provided to (or determined at) the
MPPT searching algorithm device 80. A sensed output volt-
age V, of the power stage switching circuit 70 (at Node D)
may be provided to (or determined at) the MPPT searching
algorithm device 80.

The output power P, (at Node C) may be sensed by a device
external to the MPPT searching algorithm device 80. Alter-
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4

natively, the output power P, (at Node C) may be sensed by a
device internal to the MPPT searching algorithm device 80.

The output voltage V,, (at Node D) may be sensed by a
device external to the MPPT searching algorithm device 80.
Alternatively, the output voltage V,, (at Node D) may be
sensed by a device internal to the MPPT searching algorithm
device 80.

The MPPT searching algorithm device 80 may receive (or
determine) the sensed output power P, and the sensed output
voltage V,, and the MPPT searching algorithm device 80
may provide the control signal S.. (or a switching signal) to
the power stage switching circuit 70 based at least in part on
the algorithm executed by the microcontroller.

The power stage switching circuit 70 may adjust the output
voltage of the power stage switching circuit 70 (at Node D)
based on the received control signal Sc. The control signal S~
may be a periodic pulsing signal with a controlled duty signal
that is determined based on the MPPT searching algorithm
device 80. The MPPT searching algorithm device 80 may
perform a maximum power tracking function (by tuning out-
put impedance of the power source). The MPPT searching
algorithm device 80 may constantly monitor the resulting
voltage of the sensed voltage V, at the Node D (FIG. 2). Ifit
achieves the MPPT point while the sensed voltage V, falls in
the specified range (ex. V, min<V,<V, max), then the
impedance tuning may stop. However, if the sensed output
voltage V, goes out of the “window” or the voltage range
required before it reaches the MPPT point, the algorithm may
terminate the impedance tuning and stay within the output
voltage V , range even when the output power is not optimal
under such a scenario.

FIG. 3 is a circuit diagram of a power stage switching
circuit according to an example embodiment. Other embodi-
ments, components, and circuit diagrams are also within the
scope of the present invention.

FIG. 3 shows a switching circuit 100 that may correspond
to the power stage switching circuit 70 (of the charging sys-
tem 60).

The circuit 100 may have an input node 101 (or input pin)
and an output node 115 (or output pin). The input node 101
may correspond to Node C, and the output node 115 may
correspond to Node D.

The input node 101 may receive the input power from the
alternative power source 20. The received input power may
correspond to the P ,.

The output node 115 may provide the output power and
supply voltage to the electronic device 50. The output voltage
may correspond to the sensed output voltage V..

FIG. 3 shows that the switching circuit 100 may include a
first transistor 102, a second transistor 104, a driver 106, an
inductor 108, a capacitor 110 and a load such as a current
source 112, for example. The first transistor 102 and the
second transistor 104 may each be a metal-oxide-semicon-
ductor field effect transistor (power MOSFET), for example.

The first transistor 102 and the inductor 108 may be
coupled in series between the input node 101 and the output
node 115. The second transistor 104 may be coupled between
a node 103 (between the first transistor 102 and the inductor
108) and ground. The capacitor 110 may be coupled between
the output node 115 and ground. The current source 112 may
be provided between the output node 115 and ground.

The driver 106 may receive the control signal S and pro-
vide an output to either the first transistor 102 or the second
transistor 104. More specifically, the driver 106 may receive
the control signal S, from the MPPT searching algorithm
device 80. The control signal S, received at the driver 106
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may control the first transistor 102 and/or the second transis-
tor 104 such that various operations may occur.

The driver 106 may provide a signal to a gate of the first
transistor 102. The driver 106 may also (or alternately) pro-
vide a signal to the second transistor 104.

As one example, based on the sensed power P, (at Node C)
and the sensed voltage V, (at Node D), the control signal S
may be provided (from the MPPT searching algorithm device
80 to the power stage switching circuit 70) to change the
output voltage (at Node D) of the charging system 60. This
may change the input voltage to the electronic device 50. As
one example, the output voltage (at Node D) of the charging
system 60 may increase or decrease based on the control
signal S ... The switching circuit 100 may adjust impedance of
the output voltage from the charging system.

FIG. 4 is a flowchart of an algorithm according to an
example embodiment. Other embodiments, operations and
orders of operations may also be provided.

More specifically, the flowchart represents an algorithm
that may be executed by a microcontroller (or controller)
provided within the MPPT searching algorithm device 80 (or
local to the MPPT searching algorithm device 80). The algo-
rithm may provide the control signal S to the power stage
switching circuit 70. The algorithm may be provided on a
tangible storage medium or a machine-readable medium.

The algorithm may be implemented as codes that can be
read by the microcontroller (or processor) in a program-
recorded medium. The machine-readable medium may
include a ROM, a RAM, a CD-ROM, a magnetic tape, a
floppy disk, an optical data storage device, and the like. The
machine-readable medium may include implementations in
the form of carrier waves or signals (e.g. transmission via the
Internet).

The algorithm may help provide a maximum power deliv-
ered to the electronic device 50 while maintaining control of
the alternative power supply 20. The algorithm may help
provide an optimal power to the electronic device 50 while
maintaining the output voltage V5, (at Node D) within a
desired boundary or voltage band. For example, the desired
boundaries may include a low voltage boundary V_LB and a
high voltage boundary V_HB. The voltage boundaries may
be previously provided within the charging system 60.

In operation 202, the algorithm may perform an initial
setting and boundary condition. For example, the algorithm
may define the required voltage range or accepted output
voltage V,, the parameters for MPPT operation such as step
size, sampling speed, fault condition, etc.

In operation 204, an output power P, (at Node C) of the
alternative power source 20 may be sensed, and the output
voltage V, (at Node D) of the power stage switching circuit
70 may be sensed. The sensed output power P, and the sensed
output voltage V , may be provided to (or determined at) the
MPPT searching algorithm device 80.

In operation 206, a determination may be made by com-
paring a previous power value P(k-1) (at Node C) to a current
power value P(k) (at Node C). The determination may be
whether the difference is less than or equal to a predefined
threshold level AP,,,,,. In other words, the determination may
be IP(k)-P(k-1)I=AP,,,,,.

If a difference (P(k)-P(k-1)) is less than or equal to the
predefined threshold level AP,,,, (i.e., a Yes determination),
then the algorithm may return to operation 204. In the alter-
native, if the difference is greater than the predefined thresh-
old value AP,,,, (i.e., a No determination), then the algorithm
may proceed to operation 208.

In operation 208, a determination may be made regarding
whether the output power P (at Node C) has increased (i.e.,
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P(k)>P(k-1)). If the determination is that the output power
has increased (i.e., a Yes determination), then the algorithm
may proceed to operation 210. In operation 210, a voltage
reference V,, . may be added by a pre-defined voltage step
(e, V, (K=V, (k=1)+AV, ). Ifthe determination is that the
output power has decreased (i.e., a No determination), then
the algorithm may proceed to operation 212. In operation
212, the voltage reference V, . may be reset to the current
level of the output voltage V, (k) (i.e., V, {k)=V (k).

In operation 214, a determination may be made regarding
whether the voltage reference V, . is within an allowable
voltage boundary (i.e., the low voltage boundary V_LB and
the high voltage boundary V_HB) (i.e., V_LB=V <V_HB).
Ifthereis apositive determination (i.e.,a YES determination),
then the algorithm may proceed to operation 216. If there is a
negative determination (i.e., a NO determination), then the
algorithm may proceed to operation 218,

In operation 216, the control signal S may be calculated
and output. The control signal S may be provided to the
power stage switching circuit 70.

Inoperation 218, a determination may be made whether the
high voltage boundary V_HM is greater than the reference
voltage V, .(i.e.. V, >V_HB). If the high voltage boundary
V_HM>V, ,(i.e., a Yes determination), then the voltage ref-
erence V,  may be reset to the high voltage boundary V_HB
in operation 220. If the high voltage boundary V_HB is not
greater than the reference voltage V, . (i.e., a No determina-
tion), then the reset voltage reference may be reset to the low
voltage boundary V_LB (i.e., V, (k)=V_LB) in operation
222.

After operation 220, the algorithm may proceed to opera-
tion 216. After operation 222, the algorithm may proceed to
operation 216. In operation 216, the control signal S may be
calculated and output (such as to the power stage switching
circuit 70).

After operation 216, the algorithm may proceed back to
operation 204. The algorithm may repeatedly operate while
the charging system 60 is in operation.

Any reference in this specification to “one embodiment,”
“an embodiment,” “example embodiment,” etc., may mean
that a particular feature, structure, or characteristic described
in connection with the embodiment is included in at least one
embodiment. The appearances of such phrases in various
places in the specification may not necessarily all be referring
to the same embodiment. Further, when a particular feature,
structure, or characteristic is described in connection with any
embodiment, it is submitted that it is within the purview of
one skilled in the art to affect such feature, structure, or
characteristic in connection with other ones of the embodi-
ments.

Although embodiments have been described with refer-
ence to a number of illustrative embodiments thereof, it
should be understood that numerous other modifications and
embodiments can be devised by those skilled in the art that
will fall within the spirit and scope of the principles of this
disclosure. More particularly, various variations and modifi-
cations are possible in the component parts and/or arrange-
ments of the subject combination arrangement within the
scope of the disclosure, the drawings and the appended
claims. In addition to variations and modifications in the
component parts and/or arrangements, alternative uses will
also be apparent to those skilled in the art.

What is claimed is:

1. A charging system comprising:

a switching device to receive an output voltage from a
power source and to provide an output voltage from the
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charging system based at least in part on the output
voltage received from the power source; and

an algorithm device to provide a control signal to the

switching device based at least in part on a sensed power
from the power source and a sensed output voltage from
the charging system, the control signal to be provided to
the switching device to control the output voltage from
the charging system,

the algorithm device to compare a previous sensed power

from the power source with a current sensed power from
the power source, and the algorithm device to further
determine if a difference between the previous sensed
power and the current sensed power is greater than a
threshold value,

when the difference between the current sensed power and

the previous sensed power is greater than the threshold
value, then the algorithm device to determine if the
current sensed power is greater than the previous sensed
power,

when the current sensed power is determined to be greater

than the previous sensed power, then the algorithm
device to increase a voltage reference value by a pre-
defined voltage step,

when the current sensed power is determined to be less than

the previous sensed power, then the algorithm device to
set the voltage reference value to the current sensed
output voltage,

the algorithm device to determine if the voltage reference is

within an allowable voltage boundary,

when the voltage reference is determined to be within the

allowable voltage boundary, then the algorithm device to
provide the control signal to the switching device, and
when the voltage reference is determined not to be
within the allowable voltage boundary, then the algo-
rithm device to reset at least one of the voltage bound-
aries.

2. The charging system of claim 1, wherein the power
source is one of a solar power source, a mechanical power
source, a photovoltaic power source, a thermal power source,
a radio frequency power source, a vibration power source, a
biomechanical power source or a fuel cell.

3. The charging system of claim 1, wherein the switching
device to adjust impedance of the output voltage from the
charging system.

4. The charging system of claim 1, wherein the switching
device includes at least one transistor and a driver, the driver
to receive the control signal from the algorithm device, and
the driver to control the at least one transistor based at least in
part on the received control signal.

5. The charging system of claim 1, wherein the algorithm
device includes a controller to execute an algorithm and to
provide the control signal based at least in part on the
executed algorithm.

6. The charging system of claim 1, wherein the charging
system is provided without a voltage regulator.

7. An electronic device comprising:

a display device;

a battery charger to charge a battery based on an input

voltage; and

acharging system to provide the input voltage to the battery

charger, the charging system including:

a switching device to receive power from a power source
and to provide an output voltage, and

an algorithm device to provide a control signal to the
switching device based on a sensed power from the
power source and a sensed output voltage from the
switching device, the switching device to receive the
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control signal and to adjust the output voltage from
the switching device based at least in part on the
control signal,

the algorithm device to determine if a difference
between a previous sensed power from the power
source and a current sensed power from the power
source is greater than a threshold value,

when the difference between the current sensed power
and the previous sensed power is greater than the
threshold value, then the algorithm device to deter-
mine if the current sensed power is greater than the
previous sensed power,

when the current sensed power is determined to be less
than the previous sensed power, then the algorithm
device to set a voltage reference value to the current
sensed output voltage,

in response to the algorithm device determining that the
voltage reference is within an allowable voltage
boundary, then the algorithm device to provide the
control signal to the switching device.

8. The electronic device of claim 7, wherein the switching
device to adjust impedance of the output voltage from the
charging system.

9. The electronic device of claim 7, wherein the switching
device includes at least one transistor and a driver, the driver
to receive the control signal from the algorithm device, and
the driver to control the transistor based at least in part on the
received control signal.

10. The electronic device of claim 7, wherein the algorithm
device includes a controller to execute an algorithm and to
provide the control signal based at least in part on the
executed algorithm.

11. The electronic device of claim 7, wherein the charging
system is provided without a voltage regulator.

12. A charging method of an electronic device comprising:

receiving power from a power source;

sensing the power from the power source;

receiving the power at a switching circuit;

providing an output voltage from the switching circuit

based atleast in part on the sensed power from the power
source;

sensing the output voltage from the switching circuit;

providing a control signal to the switching circuit based at

least in part on the sensed power from the power source

and the sensed output voltage from the switching circuit,

wherein providing the control signal includes:

comparing a previous sensed power from the power
source with a current sensed power from the power
source,

determining if a difference between the previous sensed
power and the current sensed power is greater than a
threshold value,

if a difference between the previous sensed power and
the current sensed power is determined to be greater
than a threshold value, then determining if the current
sensed power is greater than the previous sensed
power,

when the current sensed power is determined to be
greater than the previous sensed power, then increas-
ing a voltage reference value by a pre-defined voltage
step,

when the current sensed power is determined to be less
than the previous sensed power, then setting the volt-
age reference value to the current sensed output volt-
age,

determining if the voltage reference is within an allow-
able voltage boundary,
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when the voltage reference is determined to be within
the allowable voltage boundary, then providing the
control signal to the switching device, and

when the voltage reference is determined to be not
within the allowable voltage boundary, then resetting 5
at least one of the voltage boundaries; and

adjusting the output voltage from the switching circuit

based at least in part on the control signal.

13. The charging method of claim 12, wherein providing
the output voltage includes adjusting impedance of the power 10
received from the power source.

14. The charging method of claim 12, wherein providing
the control signal includes executing an algorithm and using
the sensed power from the power source and the sensed output
voltage from the switching circuit to provide the control sig- 15
nal.

15. The charging method of claim 12, further comprising
providing the adjusted output voltage to a load of the elec-
tronic device.

16. The charging method of claim 12, wherein the switch- 20
ing circuit is provided without a voltage regulator.

#* #* #* #* #*



